Residential Chain Link Specification — Painted
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FITTING DETAILS

TOP VIEW CORNER

END OR CORNER CHAIN LINK FABRIC TOP RAIL POST
PoST oSt e
- /
/
XX AKX XK I XIS IXK P /
i | Y S — i /
o i /
g BOLT &NUT
SIDE VIEW CORNER
POST

VARIOUS HEIGHTS - ; CENTRE BAND
/=

/ — RALEND

J ~_— OFFSETBAND

_— TENSIONBAR

v {
SIDE VIEW LINE POST
“ TENSION WIRE, 9 GA VINYL :
3/ CONCRETE : — él'l‘f POST
OOTING WITH : [
I" OF EARTH FILL : % %‘BRACERA\L
LINE POSTS E
AREDRIVEN — ¢ :
2'6" DEEP AT 10'0C )
v
SPECIFICATIONS:
POSTS, RAILS : COLD FORMED STEEL TUBING AVAILABLE PANEL HEIGHTS: - 914mm (36"
INTERIOR & EXTERIOR GALVALUME(TM) COATING 1219mm (48"
CHROMATE CONVERSION COATING 1524mm 560"3
ELECTROSTATICALLY APPLIED 1829mm (72")
AL E R g owoen conne
-~ mils GATES: VARIOUS WIDTHS
POSTS: 1-7/8" CORNER AND END POST, 18 GAUGE

1-%2" LINE POSTS, 18 GAUGE
POST CAP: ACORN

STANDARD COLOUR: HIGH GLOSS BLACK

WARRANTY: 2 YEAR INSTALLATION PROTECTION.

TOP RAIL: 1-%” ROUND 18 GAUGE
PICKETS:
SPEAR PICKET TOP
FITTINGS: POLYESTER POWDER COATED
FACTORY FINISH AS ABOVE
FABRIC: 1-%" DIAMOND WITH 11GA VINYL FINISH
Option : 1-%" DIAMOND WITH 9GA VINYL FINISH
Option : 2" DIAMOND WITH 9GA VINYL FINISH
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